
 

 

 

 

CONEXIONES ROSCADAS ALTA PRESION INVAL.FABRICADAS EN HACERO INOXIDABLE T 316. 

 

NIPLES HEXAGONALES 

NUM. DE PARTE    DIAM.IN.   LONG.IN   DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1313A                1/4           1  5/8           9/32”            10000                5/8 

1313B                         3/8          1  5/8           3/8”               9000                  3/4 

1313C                         1/2          2                   15/32            9000                   7/8 

1313D                          ¾           2                    5/8                 8500               1 1/8 

 

NIPLES HEXAGONALES. 

NUM. DE PARTE    DIAM.IN.   LONG.IN     DIAM.ORIF.    PRESION PSI   DIM.HEX.INCHES 

1314A                           ¼                 2                  9/32               10000                 5/8 

1314B                           ¼                 2 1/2           9/32               10000                 5/8 

1314C                           ¼                 3                  9/32               10000                 5/8 

1314D                          ¼                  4                  9/32               10000                 5/8 

1314E                          ¼                  5                   9/32               10000                 5/8 

1314F                          ¼                  6                   9/32               10000                 5/8 

1314G                          3/8              2                   3/8                   9000                 3/4 

1314H                          3/8              2 1/2            3/8                   9000                 3/4 

1314I                          3/8               3                    3/8                   9000                 3/4 

1314J                          3/8               4                    3/8                   9000                 3/4 

1314K                          1/2              3                    15/32                9000                7/8 

1314L                          1/2              4                    15/32                9000                7/8 

1314M                          1/2            5                    15/32                9000                 7/8 



 

 

 

NIPLES HEXAGONALES. 

NUM. DE PARTE    DIAM.IN   LONG.IN    DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1314N                          1/2              6               15/32                9000                  7/8 

1314O                          3/4              3               5/8                    8500              1  1/8 

1314P                           3/4             4                5/8                    8500              1  1/8 

1314Q                          3/4              5               5/8                    8500               1  1/8 

1314S                           3/4              6               5/8                    8500               1  1/8 

 

 

 

 

CONECTOR NIPLE REDUCIDO HEXAGONAL INVAL 

NUM. DE PARTE    DIAM.IN.   LONG.IN    DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1312A                      ¼ X 1/8         1  5/16          3/16             12000              5/8 

1312B                      3/8 X ¼         1 ½                 9/32             10000              ¾ 

1312C                      1/2X1/4        1 ¾                 9/32             10000              7/8 

1312D                      1/2X3/8        1 ¾                 3/8                  9000             7/8 

1312E                       3/4X3/8        1 ¾                 3/8                  9000             1 1/8 

1312F                       3/4X1/2        1  15/16        7/16              10000             1 1/8 

 

 

REDUCCION BUSHING INVAL 

NUM. PARTE    DIAM.INCH.   LONG.IN    DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1314-1                 1/4X1/8           1                   9/32              7300                 5/8 

1314-2                 3/8X1/8           1  1/8         11/32            11000                 ¾ 

1314-3                 3/8X1/4           1  1/8            3/8                7500                 ¾ 



 

 

REDUCCION BUSHING INVAL 

NUM. PARTE    DIAM.INCH.   LONG.IN    DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1314-4                 1/2X1/4         1  3/16           7/16             9000                   7/8 

1314-X                 1/2X3/8         1  3/16           7/16             5000                   7/8 

1314-Y                  3/4X3/8        1  9/16           7/16             5000                   7/8 

1314-5                  3/4X1/2        1  9/16           5/8               7300               1  1/8 

1314-6                  1 X ½             1  9/16            23/32        10000               1  3/8 

 

 

 

CONECTOR REDUCIDO INVAL 

NUM. PARTE    DIAM.IN.   LONG.IN    DIAM.ORIF.    PRESION PSI   DIM.HEX.IN 

1412-1              1/4X1/8       1 ¼               3/16                  7500                    3/4 

1412-2              3/8X1/8       1 5/16         3/16                  7500                    7/8 

1412-3              3/8X1/4       1 ½               9/32                 5500                     7/8 

1412-5              1/2X1/4       1 ¾                9/32                 5000                  1 1/8 

1412-6              1/2X3/8       1 ¾                3/8                   4900                   1 1/8 

1412-7               3/4X3/8      1 13/16         3/8                   3500                  1 1/4 

1412-8               3/4X1/2      2                     15/32              3700                  1 1/4 

 

 

 

 

 

 

 



 

 

 

 

TAPON MACHO 

NUM. PARTE    DIAM.IN.   LONG.IN    DIM.HEX.IN 

2040-A                   ¼               15/16           5/8   

2040-B                   ½               1 ¼                7/8 

2040-C                   ¾                1 5/16        1 1/4 

 

 

 

 

 

 

  NORMAS DE FABRICACION 

ASTM A276 MATERIALES BAR STOCK 

 ANSI(ASME) B1.20.1 EXTREMOS ROSCADOS 

NACE MR 0175  USO EN GAS AMARGO  

 

 


